
Automatically sorts and stacks cards, envelopes, 
booklets, magazines and more.

Kirk-Rudy KR630 Ramp Stacker

Increase your productivity using the KR630 to automatically 
sort mail in-line with your addressing system

Sorting mail electronically is more accurate than manual sorting 
and allows for higher processing speeds. Stacks are output 
according to pre-set counts and post codes breaks established 
in the mailing list. An in-line divert gate ensures accuracy by 
removing purged mail pieces. Setup is a snap using the on 
board PLC and operator interface.

Priced and built right, the KR 630 stacks the odds of success in 
your favour. See the KR950 for Kirk-Rudy’s compensating stacker.

Tel: 01992 460 111 
Email: sales@amsmailingsystems.co.uk
Web: www.amsmailingsystems.co.uk

KR630 RAMP STACKER

             An Industrial Stacker at an Affordable Cost!

•	 Runs in-line with most 
addressing and bindery 
systems

•	 Built-in divert system

•	 Straight forward operator 
interface

•	 Minimal set-up time

AMS - MAILING MADE EASY

Options:

AMS Ltd, Unit 21 Mead Park Industrial Estate,
River Way, Harlow, Essex, CM20 2SE



Email: sales@amsmailingsystems.co.uk
Web: www.amsmailingsystems.co.uk   Tel: 01992 460 111

Why Choose An AMS Stacker?
AMS is one of the UK’s leading suppliers of mailroom equipment. As well 
as having a dedicated team of knowledgeable experts to offer advice 
and bespoke solutions to suit your mailing needs, we have a well-trained 
customer support team and highly skilled team of field engineers to 
support you after your purchase.

GENERAL SPECIFICATIONS
Length 243.84 cm

Height 142.24 cm

Width 182.88 cm

Infeed Height 86.36 cm

Outfeed Height 82.55 cm

Outfeed Conveyor Length 60.96 cm

PRODUCT SPECIFICATIONS

Minimum 15.24 cm x 20.32 cm

Maximum 30.48 cm x 38.1 cm

Thickness min - single sheet - max 1.58 cm

Stack Height min 1 piece - max 22.86 cm

ELECTRICAL REQUIREMENTS

Belt speed 120 VAC, Amp 20, Phase 1, 60 Hz

AIR REQUIREMENTS

40 psi at 1/2 cfm 7.62cm x 7.62cm

OPERATING SPEEDS

Maximum Up to 400ft/min

Stack Cycle Speed 50 stacks per minute

FEATURES:
• Runs in-line with most addressing and
bindery systems
• Built-in pneumatic divert system
• PLC control system
• Compact design
• Straight forward operator interface
• Designed for minimal set up time

OPTIONS:
• Left or right stacker outfeed conveyor
• Batch counter
• Hydraulic lift kit
• Reduced or extended outfeed conveyor

AMS Ltd, Unit 21 Mead Park Industrial Estate,
River Way, Harlow, Essex, CM20 2SE


